
 

Emergency Overview 
GHS Classification 
Not classified as hazardous. 
GHS Label elements, including precautionary statements 
Signal: Not applicable 
Hazard statement(s) 
Not applicable. 
Precautionary statement(s) 
Not applicable 

Normal inhalation is unlikely to produce adverse reactions. Use in well ventilated areas. In the event of adverse 
reactions. Remove to fresh air. Give oxygen and call a physician. 
EYE CONTACT: Flush with water for 15 min without making eyes sore. Unsweetened Milk may help flush oil from eyes. 
Seek medical help if necessary. 
SKIN CONTACT: Wash area with undiluted dishwashing liquid and flush with copious amounts of water. Seek medical 
help if necessary. 
INGESTION: Flush from mouth with water or unsweetened milk. Administer water and call a physician or poison control 
center immediately. Do not induce vomiting. 

Suitable extinguishing media 
Carbon Dioxide, powder or water spray. 
Special protective equipment and precautions for fire-fighters 



 
Wear proper protective equipment. Exercise caution when fighting any chemical fire. Use water spray or fog for cooling 
exposed containers. 
Special hazards arising from the substance or its combustible products 
Hazardous decomposition products may be formed at extreme heat or if burned. 
Resulting gases 
Carbon oxides. 

STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPILLED  
Standard absorbents can be used. 
WASTE DISPOSAL METHOD: Incineration or sanitary landfill in accordance with local, state, and federal regulations. 

Avoid breathing in dust. To prevent explosion hazards, do not allow dust to settle on surfaces. It is recommended that all 
dust control equipment and material transport systems involved in handling of this product contain explosion relief 
vents or explosion suppression systems. All conductive elements of the system that contacts this material should be 
electrically bonded and grounded.  
STORAGE Store in a cool, well-ventilated area. 
FIRE PROTECTION Keep away from ignition sources and naked flame. 

Emissions from ventilation or work process equipment should be checked to ensure they comply with the requirements 
of environmental protection legislation. In some cases, fume scrubbers, filters or engineering modifications to the 
process equipment will be necessary to reduce emissions to acceptable levels.  
VENTILATION:  
PROTECTIVE GLOVES: Rubber gloves 
EYE PROTECTION: Splash-proof safety glasses.  
RESPIARTORY: Respirator selection must be based on known or anticipated exposure levels, the hazards of the product 
and the safe working limits of the selected respirator. Recommended: Use appropriate NIOSH approved dust respirator 
if PEL/TLV may be exceeded. 
OTHER PROTECTIVE EQUIPMENT: Safety shower, eye wash 

INCOMPATIBILITIES CONDITIONS TO AVOID:  
No materials present special reactivity hazards. 
MATERIALS TO AVOID: Strong oxidizing agents 
HAZARDOUS COMBUSTION PRODUCTS CO, CO2, water 

ACUTE EFFECTS: Most likely route of entry is through the skin. Full strength may be irritating to skin, mucous 
membranes and eyes. 



 

THRESHOLD LIMIT VALUE (TLV): Not established OSHA PERMISSABLE EXPOSURE LIMIT (PEL): Not established 
LISTED AS CARCINOGEN BY NTP, IARC, OR OSHA?  

EUROPEAN INFORMATION There were no toxicological studies in the published literature to assign risk and safety 
phrases. 
REVIEWS, STANDARDS, AND REGULATIONS EPA TSCA SECTION 8(B) CHEMICAL INVENTORY LISTED AS CARCINOGEN BY 
NTP, IARC, OR OSHA? NO 



 


